
CMM/MAPS/FA/46847 
SPECIFICATIONS:- 

 
1. Shutter(Emergency crash cart))  
 
 Tubular trolley with 6 drawers 
 Removable plastic bins 
 Complete stainless steel 
 Designed to manage a first aid patient in emergency. 

 
2. Cot/manual ICU bed with 5 functions:- 
 
Size: 2150 x 965 x (485 to 710)mm  
 
 Five functions 

 1.Back rest 
 2.Knee rest 
 3.thigh 
 4.Low 
 5.Trendelenberg cut  Reverse  trendelenberg 
 Adjustable with manually operated 
 All   section bed boards shall be of high quality. 
 Aluminium collalapsible bed side railings with locking system. 
 Provision for IV pole. 
 Mobile on castors with brake. 
 This should includes mattress , IV stand bed side railings. 

 
3. X-ray Lobby  (Double Screen LED) 
 
 Parameter: 880 x 503 x 29 mm(L x H x T) 
  Viewing Area: 736 x 440 (W x H) 
 Power consumption : 30W 
 Light Source : LED 
 Power supply Input : AC100-240V 50/60Hz 
 Brightness(LUX) : >10,000 
 Net weight (KGS) :  Less than  9 kg 

 
 
 
 



 
 
 
4. Storewel (Steel cub board with glass door ) 
 

 H 1950mm x L 900mm x W 500mm (H x L x W) 
 Metal  gauge (20) 
 With double glass doors 
 4 Nos shelves making 5 nos compartments.  
 With  Anti rust  treatment 
 Best quality synthetic paint prefully white or light grey. 
 Heavy duty hinge fitted to both doors. 
 Good locking  arrangements fitted to the door.  

 
5. Binocular Microscope ( LED) 
 
Optional system: UIS (Universal Infinity System) optical system 
 
1. Illumination System: Built in transmitted illumination system 6V20W halogen 
bulb 100-240V 50/60Hz universal voltage. 
2. Focusing:- Stage height movement (coarse movements stroke 20mm)fine focus 
graduation:25 um 
3. Revolving nosepiece:- Fixed quadruple nosepiece. 
4. Stage: Wire movement mechanical fixed stage  120* 132 MM  
5. Traveling range: 76mm(x)*30mm(Y) single specimen holder. 
6.Observation tube:- 30 inclined binocular tube interpupilary distance adjustment 
range 48-75mm 
7.Condenser: Abbe  type with aperture iris diaphragm N.A.:1.25 
8.Objective lens: Plan Acromatic objectives (anti-fungun) 4 x N.A.0.10 
W.D.:22.0mm 10x N.A.:0.25 W.D.:10.5mm 40 x N.A.:0.65 W.D.:0.56mm 100x 
N.A.:1.25 W.D.:0.13 mm (option) 
9.Eyepiece (10X):- Field Number (F.N.):18 (anti-fungun) 
10. Optional accessories:- Mirror unit, 15x eyepiece(F.N.12, anti-fungus), cord 
rest, wooden storage box, filar micrometer, wire pointer, filter holder, darkfeild 
stop. 
11.Weight 6 kg. 
 
 
 



 
 
6. Automatic Electrocardiograph 12-lead simultaneous acquisition (ECG) 
 
1. ECG interpretation:  ECG Analysis Program for Adults and Pediatrics 
2. Computerized measurements; 12 lead analysis. 
3.Start up  time: Less than  7 seconds. 
4. Supported patient information:  Patient ID secondary, ID, age, date of birth, 
gender  Alphanumeric entry in 19 type for patient ID and secondary ID. 
5. Display type: 4,3 inch (110 mm) diagonal, TFT LCD with LED graphics backlit 
(colour optional) 
6.Good Display resolution: 480 x 272 pixels with scrolling waveform. 
7. Display data: Heart rate, patient ID, clock battery power indicator, waveforms, 
lead labels, speed gain and  filter settings, warning messages, information 
messages, prompts 12 leads standard display. 
8. Resting ECG mode: Records and prints 12 lead resting ECGs with 10 second 
duration as a standard feature. 
 
With Accessories 
Electrical: Input voltage 100 to 240 VAC + 10% 
Physical specification should be compact. 
Weight less than 2 kg. 
General requirements for safety. 
  
 
 
  


