
Annexure-I 

HYDROCHLORIC ACID SPECIFICATION 

 

1. Hydrochloric acid 30% technical grade (minimum) 

2. Conforming to Indian standard :265-1993 specification or latest 

3. Total acidity as HCI : 30-35 % by mass 

4. Iron as Fe % mass (max.)  :20 ppm 

5. Sulphate  as (H2SO4), 0.1 % by mass (maximum) 

6. Free chlorine and bromine (as CI) 0.0005% by mass (max) 

 

 

 

Note   

 

1. Material will be taken in five lots as per requirement of operation group. 

2. Test certificate of above chemical having all the parameters given above from 

IS approved laboratory/OEM should be supplied by supplier with each lot. 

3.  Supplier has to submit a compliance report of OEM that the chemical does 

not contain any hazardous chemical such as arsenic, lead and mercury as 

ingredient with each lot. 

4. Material acceptance and rejection will be based on sample analysis report of 

NAPS chemical lab results. 

5. Requisition will be given as and when required. 

6. M.S.D.S of chemical should be provided by supplier with each lot. 

 

 

 
 
 
 
 
 
 
   
 



 

ANNEXURE-II 

GUIDELINES FOR SUPPLIERS/TRANSPORTERS FOR TRANSPORTATIONS OF 

HAZARDOUS CHEMICALS/GASES 

Following guidelines are to be followed by the supplier/transporters of hazardous chemicals for 

Narora Atomic Power Station, Narora. 

1. Every vehicle shall be approved by the chief controller for the type of material which is 

being transported. 

2. The design stress shall include an allowance to enable the vessel to with stand shocks 

normally encountered by the movements on road 

3. All attachment to the vessel i.e valve pipe etc. shall be protected against accidental 

damage. 

4. Valve or accessories situated at the rear of vehicle shall be protected by the cross bar 

against dame. 

5. Marking of vehicle the product being carried shall be marked on it. 

6. Two fire extinguishers to be provided one on each side of the vehicle. 

7. The persons/Driver while in our driving vehicle carrying flammable material shall not 

smoke or use matchbox lighters. 

8. Driver shall be carefully selected and given appropriate training in driving and safe 

handling of the equipment. 

9. Copy of  Material Safety Data Sheet (MSDS) and  ‘DO’ and DON’T shall be remaining 

with the driver of the vehicle. 

10. All safety related items i.e. Rubber Hand Gloves Gum Boots. Goggles etc shall be 

available in the vehicle in which hazardous chemicals are being transported to meet 

emergencies. 

11. Driver should be given instructions while transporting what have to do at any emergency 

and also important phone nos. Of consignor and consignee’s and persons to be contacted. 

12. Following valid documents shall be required for entry of vehicle at our premises. 

 

a) Registration Certificate of Vehicle 

b) PUC Certificate  

c) Insurance Cover 

d) Driver Licence 

 

 


