
Document / information requirement for all type of fire extinguishers: 

Documents / information to be given during bidding failing which the offer will be ignored: 

1. The bidder shall intimate during bidding about the Cylinder manufacturer’s name and address. 
  

2. Valid CCOE approval of Cylinder manufacturer shall be attached during bidding.  
 

3. Valid approval of Cylinder manufacturer from BIS to manufacture CO2 cylinder shall be attached 

during bidding.  
 

4. The bidder shall intimate the brand name of complete CO2 Fire extinguisher during bidding. 
 

5. The bidder shall be either OEM of the brand of fire extinguisher to be supplied or authorised 

representative of OEM. Indent specific authorisation certificate shall be attached with the offer. 
 

6. OEM of fire extinguisher brand shall have authorisation from BIS to supply fire extinguishers as per 

IS 16018 [For 6.5 KG, 9 Kg and 22.5 Kg capacity] and IS 15683 [For 2 KG, and 4.5 Kg capacity], copy 

of valid IS authorisation shall be attached with the offer.     

Documents / information to be given during Pre Dispatch Inspection [PDI]: 

1. All cylinders of different capacity of fire extinguishers under this purchase order shall be from same 

cylinder manufacturer. 
 

2. All cylinders of under this purchase order shall be from fresh lot of manufacturing. Any cylinders 

manufactured before six month of PDI date shall be rejected. Purchase document of bare cylinders 

having manufacturing date from the cylinder manufacturer is to be shown during PDI & given 

with bulk supply.    
 

3. Cylinder number, manufacturing date of cylinder, tare weight, and total weight shall be clearly 

visible on the neck of each cylinder, without which the supply shall be rejected.  
 

4. Total supply shall be in single consignment only. 
 

5. All cylinders and operating valves shall be BIS marked and the mark shall be clearly visible. 
 

6. All spares shall be securely packed, any damage during supply shall be rejected.   
 

7. The successful bidder shall provide QAP covering all indent requirements for review to NPCIL 

immediately after awarding of purchase order and after final acceptance of QAP, PDI shall be 

arranged at bidder’s premises.  
  

8. Cost of spares as mentioned in the specification, shall be included in the cost of fire extinguishers 

and not to be quoted separately.     
 

9. During PDI one complete list with the following informations for each category of cylinder / fire 
extinguisher shall be supplied and to be verified during PDI: 

10. Ownership certificate from manufacturer of cylinders shall be produced during PDI & bulk supply. 

This certificate must contain the following details: 

SL Serial number 
allotted by supplier  

Engraved 
Cylinder number 

Empty 
weight 

Gross 
weight 

Gas 
weight 

1      

2      

3      

4      



a) Purchase order number: 

b) Name of owner of cylinder: Narora Atomic Power Station (NPCIL) 

c) Cylinder manufacturer’s name and address: 

d) CCOE approval No & date: 

e) The specification number to which the cylinder is manufactured.  

f) Date of original hydrostatic test / hydrostatic stretch test and batch number. 

g) Cylinder manufacturer’s test & inspection certificate. 

h) Rotation number of cylinder:  

i) Number & date of letter of approval granted by the CCOE 
 

11.  Detailed specification and requirements: 

Description Capacity & details 
2 Kg  4.5 Kg  6.5 Kg 9 Kg 22.5 Kg 

BIS Standard  IS 15683 IS 15683 IS 16018 IS 16018 IS 16018 

Cylinder Seamless 

Steel , IS 

7285 marked 

Seamless Steel 

, IS 7285 

marked 

Seamless Steel 

, IS 7285 

marked 

Seamless Steel , 

IS 7285 marked 
Seamless Steel , 

IS 7285 marked 

Discharge valve [ IS 

3224 marked] 

Brass forged 

Screw down 

valve, Hand 

Wheel 

operated type 

Brass forged 

Screw down 

valve, Hand 

Wheel 

operated type 

Brass forged 

Screw down 

valve, Hand 

Wheel 

operated type 

Brass forged 

Screw down 

valve, Hand 

Wheel operated 

type 

Brass forged 

Screw down 

valve, Hand 

Wheel operated 

type 

Discharge horn Poly ethylene 

round shape 

horn as per IS 

15683 

Poly ethylene 

round shape 

horn as per IS 

15683 

Poly ethylene 

round shape 

horn as per IS 

16018 

Poly ethylene 

round shape 

horn as per IS 

16018 

Poly ethylene 

round shape 

horn as per IS 

16018 

Pull pin SS make with 

PVC thread 

SS make with 

PVC thread 

SS make with 

PVC thread 

SS make with 

PVC thread 

SS make with 

PVC thread 

Hose Standard 

discharge 

hose and tube 

Wire braided 

rubber, 1 meter 

length, 

thermoplastic 

type 

Wire braided 

rubber, 1 meter 

length, 

thermoplastic 

type 

Wire braided 

rubber, 5 meter 

length, 

thermoplastic 

type 

Wire braided 

rubber, 5 meter 

length, 

thermoplastic 

type 

Extinguishing media CO2 gas with 

99.5% purity 

as per 

IS:15222 

CO2 gas with 

99.5% purity 

as per 

IS:15222 

CO2 gas with 

99.5% purity 

as per 

IS:15222 

CO2 gas with 

99.5% purity as 

per IS:15222 

CO2 gas with 

99.5% purity as 

per IS:15222 

Painting Shade no. 

536/538 IS:5 

Shade no. 

536/538 IS:5 

Shade no. 

536/538 IS:5 

Shade no. 

536/538 IS:5 

Shade no. 

536/538 IS:5 

Discharge range  As per 

IS:15683 

As per 

IS:15683 

As per 

IS:16018 

As per IS:16018 As per IS:16018 

Minimum effective 

Discharge Time 

As per 

IS:15683 

As per 

IS:15683 

As per 

IS:16018 

As per IS:16018 

 

As per IS:16018 

 

Discharge % (min) As per 

IS:15683 

As per 

IS:15683 

As per 

IS:16018 

As per IS:16018 As per IS:16018 

Trolley frames / 

Mounting bracket 

with anchoring port   

Standard 

mounting 

bracket with 

handle   

Standard 

mounting 

bracket with 

handle   

Trolley of MS 

strips of 

minimum 1.5 

mm thickness 

Trolley of MS 

strips of 

minimum 1.5 

mm thickness 

Trolley of MS 

strips of 

minimum 4.5 

mm thickness 

Anchoring hook MS strips of 

minimum 1.5 

mm thickness 

MS strips of 

minimum 1.5 

mm thickness 

Not Applicable Not Applicable Not Applicable 



Rubber wheel Not 

Applicable 

Not Applicable Dia: > 12 cm 

& wheel 

thickness: > 2 

cm 

Dia: > 12 cm & 

wheel thickness: 

> 2 cm 

Dia: > 22 cm & 

wheel thickness: 

> 5 cm 

Spares requirements 

[All spares shall be 

identical as 

supplied with the 

fire extinguishers]:  

  

[Cost shall be 

inclusive in the fire 

extinguisher cost] 

1. Operating 

wheel: 10 

Nos  

2. Wooden 

needle screw, 

size: 35 X 8 : 

50 Pcs 

3. Nylon 

sleeve for 

35X8 

wooden 

screw: 50 Pcs 

4. Mounting 

bracket & 

handle with 

anchoring 

port: 10 Nos. 

5. Operating 

sticker which 

is pasted on 

extinguisher: 

50 Nos. 

6. Discharge 

tube female 

coupling 

washer: 10 

Nos 

7. Complete 

discharge 

tube: 10 Nos 

8. Anchoring 

hook:10 Nos  

1. Operating 

wheel: 50 Nos  

2. Wooden 

needle screw, 

size: 50 X 10: 

500 Pcs. 

3. Nylon 

sleeve for 

50X10 wooden 

screw: 500 Pcs 

4. Mounting 

bracket & 

handle with 

anchoring port: 

75 Nos. 

5. Operating 

sticker which 

is pasted on 

extinguisher: 

200 Nos.   

6. Discharge 

tube female 

coupling 

washer: 150 

Nos 

7. Complete 

discharge tube 

[both tube and 

horn]: 50 Pcs 

8. Anchoring 

hook for wall 

mounting: 200 

Nos. 

1. Operating 

wheel: 50 Nos  

2. Operating 

sticker which 

is pasted on 

extinguisher: 

200 Nos. 

3. Discharge 

tube female 

coupling 

washer: 100 

Nos. 

4. Complete 

discharge tube 

same as fitted 

with fire 

extinguishers 

[both tube and 

horn]: 300 

Nos. 

5. Complete 

set of trolley 

and wheel 

[upper and 

lower fittings]: 

50 Nos. 

6. Nut and bolt 

same as fitted 

in extinguisher 

trolley: 100 

Nos 

1. Operating 

wheel: 10 Nos  

 

2. Complete set 

of trolley and 

wheel [upper 

and lower 

fittings]: 10 

Nos. 

 

1. Operating 

wheel: 30 Nos  

2. Operating 

sticker which is 

pasted on 

extinguisher: 50 

Nos. 

3. Discharge 

tube female 

coupling washer: 

100 Nos. 

4. Complete 

discharge tube 

same as fitted 

with fire 

extinguishers 

[both tube and 

horn]: 40 Nos. 

5. Complete set 

of trolley and 

wheel [upper 

and lower 

fittings]: 20 Nos. 

6. Nut and bolt 

same as fitted in 

extinguisher 

trolley: 100 Nos 

 

                   ------------------ XXXXXXX --------------------- 

 

 

 


