
 

General specification: 

 
 
1. Only branded product of ISO 9001 certified company will be accepted for 
the offer.  
 
2.Offer from authorised distributor/dealer of respective brand will be 
accepted for  the offer. Authorisation letter with current validity should be 
enclosed with offer failing    which the offer shall be rejected. 
 
3.Material to be supplied from recent batch of manufacturing, having 
minimum 12 months of Shelf Life when reached to Site. 
 
4.Material should be certified by the manufacturer for not containing any 
CFC or  other Ozone depleting substances. Certification should be submitted 
along with offer 
 
5.Bidder to give point wise compliance to each specification of the tender. 
 
6.Bidder should enclose the detailed technical data sheet/catalogue of the 
quoted products. 
 
7. Overall L1 bidder will be accepted for the offer 
 
 
Specification for Item no. 1 (Industrial grade heavy duty pen oil). 
 
1.Should have superior atomization and its base materials should be ultra-
lightweight  aliphatic hydrocarbon & paraffinic oil blend. 
 
2.Propellant system: Hydrocarbon 
3.It should have excellent corrosion protection and penetrating ability  
4.Operating temperature range 5-40 deg C 
5.Vapour pressure 45-55 PSI 
6.Vapour density should be heavier than air 
7.Specific gravity= 0.65 to 0.75 
8.Low surface tension  = 45 dyne/cm or less 
9.Health safety rating  
 
 
 
 



 
Specification for Item no. 2 (Aluminium safe heavy duty aqueous 
cleaner) 
 
1.It should an environmentally aluminium safe general cleaner for the 
removal  of oil, grease and other industrial soils from machinery, 
manufactured parts, cooling coils, walls and floors.  
2. It should be safe on paint and plastics - no paint deterioration 
3. No butyl, phosphate, caustic and fully biodegradable. 
4. pH of concentrate > 10 
5. It must be usable for cleaning action through foaming. 
6. Specific gravity @ 70ºF  : 1.011 ± 0.002 
 
Specification for Item no.3 (Heavy duty open gear & wire rope 
lubricant) 
 
1. It should be a paste-like viscous lubricant for reducing friction and wear.  
    It should be a heavy-duty compound, specially prepared to penetrate pores 
   of metal, with exceptional “stay-put” characteristics. It should provide      
maximum lubrication and shock-load protection, reduces gear noise, 
lubricate, prevent  scoring and welding of gear teeth 
 
2.It  should  penetrate strands of wire rope and cable to replenish the original  
  lubricant in the core itself under both hot & cold temperatures and will not  
drip off at high temperatures 
 
3.There  should be no need for it to be heated before application. 
 
4.It  shall resist heat and pressure and will not wash or wear off due of  
   weather,  will not break down after repeated workings. It must have  
   rust-preventing ingredients and should be moisture resistant, & with 
   displacing water characteristics. 
 
5.Operating  temperature range of -20°F to +300°F 
  
 
 
 
 
 
 
 
 
 



 
Specification for Item no.4 (Adhesive chain lubricant) 
 
1.It must be suitable for use on internal & external lubrication of roller 
chains, even those operating under water, exposed to steam & in dusty & 
dirty atmospheres, hoists , Saws , Rollers, Conveyors, Cables spring 
assemblies, clutch /brake levers etc… 
 
2.It should exhibit excellent penetrative extreme adhesion & should not get 
thrown off even at high speeds. 
 
3.Should be resistant to water, seawater, hot water, steam. & protects against 
corrosion. 
 
4.Viscosity at +40° C   : 90 – 130 CST 
5.Flash Point               : >+200°C 
6.Temperature Range : - 30° C to +200° C 
 


