
Section - C 
I. Scope of work: 

1. Filling, Supply and delivery of Hydrogen gas in Supplier’s cylinders of 
7CuM capacity as per the following specification 

a) Hydrogen gas of Grade -1 as conforming to IS 1090:2002  

b) Filling Pressure should be 150kg/cm2 

c) Settling pressure should be 135-140kg/cm2 

2. Scope of work includes Loading & unloading, safe transportation (to & fro), 
Filling, Supply and delivery of Hydrogen gas cylinders at our site.  

3. Chemical analysis report regarding Hydrogen purity, Moistures content & 
chemical composition as per IS 1090:2002 and pressure shall accompany 
each batch of supply, failing which supply shall be summarily rejected. Also 
Chemical analysis report of randomly for 10nos. (per lot) supplied filled 
hydrogen gas cylinder to be submitted along with the supply of filled 
cylinder. 

II. Terms & conditions 
1. Inspection shall be carried out at site as per our specification. Test 

certificates verification, inspection of cylinders and the pressure of hydrogen 
gas in the cylinders will be checked at KKNPP end as per our specification. 

2. Contractor shall ensure the following conditions w.r.t supplied cylinders 
a) The valid (tested) hydrogen gas cylinder as per Gas cylinder rule- 2016 

should be used only for filling & supply of hydrogen gas. 

b) The supplier shall produce the following documents for the supplied 
cylinders as detailed in per Gas cylinder rule 2016 

 Self attested Copy of filling permission certificates issued by 
CCE, Nagpur (PESO). 

 Self attested Copy of valid hydro test certificates by the PESO 
recognized hydrogen gas cylinder testing station as mentioned 
in the Rule-35 of Gas cylinder rule 2016. 

 The particulars in hydro test certificates shall be as per 
Schedule IV under Rule-35 of Gas cylinder rule 2016. 

 Each supplied cylinder should be fitted with valve as per IS: 
7285 in without damaged condition and cap shall be provided to 
all supplied cylinders. 

3. Testing of hydrogen gas purity shall be carried out at site as per our 
specification. If not meeting our specification, cylinders are liable for 
rejection. (KKNPP Lab test reports shall be final for acceptance). 

4. Filled cylinders, if rejected, shall be replaced immediately by the contractor 
at his risk and cost. 

5. Supply shall be usually drawn in a lot of 100 Cylinders or more. However, in 
case of urgent requirement, lesser quantity shall also be drawn. 



6. Collection of empty cylinders, filling and supply of filled cylinders for each 
lots shall be delivered within 17 days from the date of intimation (E-mail 
intimation) shall be given by NPCIL-KKNPP and the acknowledgement of E-
mail intimation to be provided by the supplier. 

7. Filled Gas Cylinders will be used within 45 days from the received date at 
our end and send for refilling. So, the free time (retention time) for usage of 
Filled Gas Cylinders at our end is 45 days.  

8. Free time is defined as day at which the filled cylinders are received at site 
to the day at which the contractor has been informed through email /Fax to 
take out the empty cylinders from site. While quoting, Contractor shall be 
considering the free time for usage of Filled Gas Cylinders for 45 days. 

9. While quoting the price, Contractor shall mention separately the rental 
charge for the cylinders (rental charge for per cylinder per day) for duration 
beyond the free time usage of 45 days. 

10. Cylinder security deposit – KKNPP being a Govt. of India enterprises and 
there is no policy related to security deposit for the private sector. 

11. For smooth operation around 400 nos. cylinders can be used for rotation of 
cylinders for the complete period of the contract. 

12. Item (Hydrogen Gas Cylinder) are to be supplied on “As & when required 
basis” within a period of 18 months from the date of purchase order.  

III.  Instructions  
a) Delivery challan shall have the details of cylinder no. gas analysis report, 

etc. 

b)  Each filled cylinder shall be supplied with cylinder cap. 

c) The supplier shall ensure that the transport company transporting the 
cylinders shall reach the plant site from 10.00 to 14.00 hrs. on any working 
days.  

d) It shall be the responsibility of the contractor, that the cylinder nos. are 
traced & shown to our representative at the time of delivery. 

e) Supplier should ensure and take care that the safety precautions like proper 
handling of the cylinders, wearing of Personnel protective equipments such 
as helmets, shoes, gloves etc. by the Personnel during the Loading & 
unloading of the cylinders. NPCIL is not responsible for any incidents 
happing during Loading & unloading of the cylinders. 


