
 
Specifications of Light weight Breathing Airline Hose  
1. Airline hose is transparent and braided, I.D. 6.0 mm, O.D. 9.5 mm, W.P. 10 Kg/cm2, 
Bursting pressure – 40 Kg/cm2 .  
2. Quick release coupling connected to the hose by nut-nipple arrangement for easy 
replacement of hose / QRC.  
3. The nut/nipple is crimped at both ends of the hose by high pressure hydraulic 
crimping.  
4. The crimping seal is zinc plated.  
5. Each crimping is covered with tapered stainless steel spring to avoid bending of hose 
and to ensure that the air flow does not stop when the hose bends.  
6. The QRC shall be as per the Station’s design and should be made of Stainless Steel SS 
304.  
7. The complete assembly weight should not be more than 750 grams.  
8. 100% test of fittings to be tested at NAPS Site at mask air manifold.  
Specifications of Continuous Flow Type Supplied Air Half Mask Respirator  
1. Mask made of comfortable, pliable silicone that won’t oxidize.  
2. Does not react with ozone, or loose elasticity even in extreme hot or cold weather.  
3. Offers a dual sealing flange providing a secure face piece fit.  
4. Comfortable head harness offers easy strap adjustment.  
5. Supplied with breathing tube, belt, flow control valve and 10 mtr Light weight airline 
with quick release male and female fitting crimped at each end.  
6. Mask is connected to breathing tube from one side with push in type fitting, which can 
be detached easily without using any tool, for decontamination purpose. The push-in 
fitting should be swivel able 3600. The other side of breathing tube should be connected 
to flow control valve with the help of 3600 swivel able push-in fitting.  
7. The breathing tube should be in coiled form for easy and comfortable working of the 
user.  
8. Weight of total assembly including mask, belt, breathing tube, flow control valve, 10 
mtr airline with quick release coupling does not weigh more than 1.15 Kg.  
9. 100% test of fittings to be done at NAPS Site at mask air manifold for 
interchangeability.  
Specifications of SS Female Coupler for Manifold - 3/8" BSP.  
1.QRC of BSP 3/8”  
2. Made of Stainless Steel SS 304.  
3.Working pressure up to 50 kg / cm2  
4.100% testing to done at NAPS Site for interchangeability. 


