
 

Technical specifications of sodium chlorite 31% 

Sr. No. Parameter Specification 
1.  Sodium Chlorite Wt. % as NaClO2 31+/-1 
2.  Sodium Chloride Wt.% as NaCl 4.0 Max. 
3.  Total Alkalinity Wt. % as NaOH 2.5 Max. 
4.  Water Wt. % 55-62 
5.  Appearance Clear or Light Yellowish Liquid 
6.  Odour   Faint Bleach like Odour 
7.  pH 12 to 13.5 
8.  Specific Gravity                                      1.27 - 1.32 

Special terms and Conditions: 

1. Supply shall be As and When required basis. 
2. The contract shall be valid for one year, which shall be reckoned from the date of issue of 

Purchase Order or till execution of full quantity whichever is earlier. However, in case the order 
quantity is not fully executed during the currency of contract, KAPS NPCIL reserves the right to 
extend the Contract further up to one year with same terms and conditions on mutual consent.  

3. Delivery Schedule: 
Material shall be delivered within 15 days from the date of intimation from Manager (Material), 
C&MM, KAPS-NPCIL. 

4. Supplier has to supply the material in tanker with minimum capacity of 20 MT. 
5. Valid test certificate from Manufacturer’s Laboratory or from government approved 

Laboratory/Agency giving the analysis of the parameters mentioned in specifications of Sodium 
Chlorite is to be supplied with each and every consignment along with the delivery. A delayed 
submission of test certificate is not acceptable. 

6. Material Safety Data sheet (MSDS) shall accompany with each lot/Batch of Supply. 
7. The rates for the chemicals will be considered fixed in the Purity range of 31 ( +  1% ) ( w/w) of 

Sodium Chlorite.  
8. Some of the parameters of the specification of the supplied consignment or lot will be checked 

at our chemistry control lab and if any parameter is deviated from acceptable limit then the 
consignment will be rejected. 

9. The supplier should note that the diameter of the unloading pipe at site is 80NB (O.D.). Hence 
the supplier must have a corresponding reducer or expander to connect the tanker outlet pipe 
to the unloading line at site if the tanker outlet line is not 80NB (O.D). 

10. Free tanker holding time is 24 hrs. After free holding time, holding of tanker shall be on 
chargeable basis which shall be quoted in price bid separately. 
 
 


