
Heavy Duty Vacuum Cleaner Specification 

 

S.N. Description 

1.  Heavy duty wet type vacuum cleaner is required for continuous run and 
having provision to suck the floor water in the stainless steel bucket with 
flexible suction pipe and  diverted the blower exhaust air to be to a distant 
point with 2 to 2.5” flexible hose.  

2.  SS bucket for collecting water should not have any partition, i.e it must be 
a single bucket. All connections in this bucket should be welded joint for 
avoiding any possibility of leaks. 

3.  Connecting fittings on the vacuumax (vacuum cleaner) for suction and 
exhaust hoses must be leak tight.   

4.  Motor, blower and stainless steel bucket must be a combine assembly on 
shock proof trolley having minimum four PU wheels.   

5.  Vacuum cleaner must have a vacuum gauge to know the vacuum 
generated by the vacuum cleaner. 

6.  There should be a filter dust bag to filter particle in the suction side of 
blower. 

7.  Stainless steel Bucket must have a latch lock/ Professional closing hooks to 
lock the top part of the vacuum cleaner. 

8.  There must be draining arrangement to drain the water from bucket. 
Draining arrangement should be leak proof with isolating valve for draining 
and isolation.     

9.  Motor winding must be air cooled with proper covering to avoid water 
ingress. 

10.  Test certificates covering following points to be provided before dispatch 
of material.  Machine should be tested for attest five hours continuous 
operation and test run data should include motor all three phase current, 
hourly vibrations of machine, temperature of motor, vacuum reading half 
hourly, air flow and water sucking capacity.  

11.  A three dimensional photo to be send along with quotation covering all 
parts of machine or catalogue exhibiting all parts and specially suction and 
exhaust air provision fitting. With which bid shell not be accepted.  

12.  Motor Blower set specifications in below table:-  



13.  Description  
 

Parameters 

14.  Electric Motor Power rating  2.5-4 KW 

15.  Phase of supply  Single phase/3 Phase 

16.  Blower  Centrifugal blower 

17.  Air flow  230 to 400 M3/hr 

18.  Vacuum  200 mm of Hg or more 

19.  Power supply switch  Supply push button start and stop 
on or at support of the vacuum 
cleaner  

20.  High level alarm  Indication / alarm 

21.  Water Collection tank 

22.  Tank capacity 50 to 80 liter 

23.  Tank material  Stainless Steel 

24.  Drain line size  ½” to 1”  

25.  Drain valve  According to drain pipe size 

26.  Other Requirements 

27.  Suction hose Size  Flexible hose (1 to 1.5”) 

28.  Suction hose length  8 meters 

29.  Exhaust hose (size) Flexible hose (2 to 3”) 

30.  Exhaust hose length 10 meters 

31.  Blower suction filters to stop dust ingress to blower blade. 

32.  Professional closing hooks.  



 

Simple drawing sketch of vacuum cleaner 


